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Positive Cable Marked/

with RED Heat Shrink

3 Wires/

3 | 4
REVISIONS
REV DESCRIPTION DATE APPROVED
A | Initial Release Per ECO 17-22487 5/24/17 JAK
+4.0
48'0-0.0
2x 8 AWG Wire with 3 Conductors (8/3)
Nominal Wire Diameter @ .625 x 2 3.000-£0.125
— CABLE 1
( =

CABLE 2
Per Bundle
QTY: 2
PinIn # Wire Color Label Description

A Black -Vin
B White -Vin CABLE1
C Green w/ Yellow -Vin
D Black +V In
E White +V In CABLE 2
F Green w/ Yellow +ViIn
G No Connection No Connection

TOLERANCES:

SUIKel

155 Swanson Road

NOTES: Unless otherwise specified: Boxborough, MA 01719-1316
All dimensions in inches
X +/- .025

1. CONNECTOR: ITT CANNON CA06COME24-10SB OR EQUIVALENT x o o0 [T A Proecnon EBM 3000 DC Output External Cable

2. WIRE: TWO 8 AWG SOOW WIRES WITH 3 CONDUCTORS (8/3). WIRE INSULATION: COLOR CODED SYNTHETIC RUBBER XXX 4005 | (Hardwire)

(EPDM) OIL AND WATER RESISTANT PER UL-62 OVERALL NOMINAL WIRE DIAMETER: .625" x 2 Angles +/-1 _

3 WEIGHT: 2.5 Ibs SOURCE: PROJE 705-1000217

4. CABLES ARE BOUND TOGETHER EVERY 2' oo e prorerT orsaonic. | D2 | PATE DWG. NO. REV

5. REF. SYNQOR SPECIFICATION 7051000229 B | 5/24/17 SYN-9184 A
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